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Capatect-Sockelschiene 6700
Base rail; L-shaped light metal profile with front side drip-edge

Product Description

System finishing profile with special profiling and a peel-off edge for the Capatect façade systems.Field of Application

■ Extruded aluminium
■ Creates a closed system base
■ Clean system closure
■ Targeted rainwater drainage

Material Properties

Aluminium blankColours

Store flat, dry and protected from moisture.Storage

Capatect Sockel-Eckprofil Plus 6690
V-shaped plinth rail piece that can be bent at 90°, for the one-piece formation of external corners. To
be fixed with at least 2 impact screws per leg.
Length: 835 mm

Supplementary Product

Capatect Sockelschienen-Aufsteckprofil Plus 6680
For clipping onto the front upstand of the Capatect base rails
6680/10 - Type 10 for thick-layer reinforcement, thickness: 6–10 mm, length: 2.0 m
6680/15 - Type 15 for thick-layer reinforcement and fine scratch-resistant plaster, thickness: approx. 15
mm, length: 2.0 m

Capatect Sockeaufsteckprofil, Extruded 689/20
Plastic profile on a roll for seamless attachment.
For plaster thicknesses of approx. 6 mm. 50 m roll

Capatect Sockelaufsteckprofil/Eckprofil, Extruded 689/21
Corner plastic profile for clipping on. For plaster thicknesses of approx. 6 mm.

Capatect Montage Set 619/00 (small)
For fixing the Capatect base rails.
Box with: 80 knock-in screws, diameter 6 mm, length 60 mm, 20 base rail connectors

Capatect Montage Set 619/01 (large)
For fixing the Capatect base rails.
Box with: 150 impact screws, diameter 6 mm, length 60 mm, 40 base rail connectors, 50 spacers,
thickness 3 mm

Capatect Distanzstücke Set 634/50
For shimming Capatect base rails on uneven walls. Made of rigid PVC. Thickness 3, 5, 10 mm

Capatect Montage-Schlagschrauben 612
For fixing Capatect base rails
Diameter 8 mm, length 60 mm Product No. 612/06
Diameter 8 mm, length 80 mm Product No. 612/08
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Product-No.
Insulation Layer

Thickness
[ mm ]

Throat
Depth
[ mm ] 

Length
[ mm ]

Packaging [ units ]

6700/02 20 23 2000 10 pieses  = 20 m

6700/03 30 33

6700/04 40 43

6700/05 50 53

6700/06 60 63

6700/07 70 73

6700/08 80 83

6700/10 100 103

6700/12 120 123

6700/14 140 143

6700/15 150 153

6700/16 160 163

6700/18 180 183

6700/20 200 203

Special profiles on request

Product No.

Application

Remove any protruding mortar ridges and patch any hollow areas in the plaster. Any oil residue on the
profiles due to the manufacturing process must be removed.

Substrate Preparation

1.0 m/mConsumption

Material requirement:
These depend on the local conditions at the installation site. Determine the exact material
requirements at the building Site.

The Capatect Sockelschiene Plus 6700 (plaster base rail) corresponding to the selected insulation
thickness is fixed to the substrate with the system-compatible Capatect Montage-Schlagschrauben
612 (assembly impact screws) at intervals of approx. 30 cm (3 screws/m) in a horizontal and aligned
manner. The slotted holes allow for precise alignment. 

Installation

The rail joints of the profiles are connected using Capatect Sockelschienenverbinder 698/01 (Capatect
base rail connectors 698/01). Smaller substrate tolerances are levelled out using Capatect
Distazstücke 634/50 (Capatect spacers 634/50).

Base rail joints and joints in the insulation boards must be arranged in an offset pattern. The system
reinforcement mesh must be taken up to the bottom edge of the profile.

Advice

Tel.: +49 6154 71-71710
Fax: +49 6154 71-71711
e-mail: kundenservicecenter@caparol.de

International Distribution: Please see www.caparol.com

Customer Service Centre
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