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Capadecor
ArteTwin
Unique effect filler for indoor use.

Product Description

ArteTwin is an attractive, multi-colored trowel technique for naturally elegant interior wall surfaces.
ArteTwin technology consists of specially developed components that can be individually combined.
The variable use of materials and different working techniques creates visually subtle to effective
surfaces.

Field of Application

Special feature:
At least two color shades are applied using a specially developed trowel (twin technique). ArteTwin
contains light pigmented particles that do not mix with other color pigments and create a unique look.
During processing, the particles are exposed and natural processing structures are created, which are
part of this technique. Capadecor ArteTwin is protected by patent.

■ Water-dilutable.
■ Ready to use.
■ Ecologically compatible, low odour.
■ Tintable via ColorExpress.
■ Cleanable.

Material Properties

Plastic dispersion according to DIN 55945.Material Base / Vehicle

5 lPackaging/Package Size

Opaque white with white particles, can be tinted via ColorExpress in approx. 300 shades (based on
the Caparol 3D system) according to the ColorExpress collection “CD-ArteTwin”.

Colours

Design note:
The proportions of the materials and the materials themselves can be varied according to the desired
look and design objective.
To avoid uneven-looking surfaces, the base colors should be selected tone-in-tone or match in
brightness.

Dull matt (Dead-matt according to DIN EN 13300)Gloss Level

Keep in a cool, but frost-free.
Keep partially used buckets/containers always tightly closed.

Storage

■ Indeko-plusSupplementary Product

Interior 1 Interior 2 Interior 3 Exterior 1 Exterior 2

+ + ○ – –

(–) inapplicable / (○) of limited suitability / (+) suitable

Suitability according to
Technical Information No. 606
Definition of Application Areas
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Application

The substrates must be dry, clean, stable and free from dirt and separating substances. Observe VOB,
Part C, DIN 18363, Para. 3.

Suitable Substrates

Advice:
Rough and unevenly textured substrates must be smoothed with Caparol Akkordspachtel fein or
AkkordLeichtspachtel.
Alkaline substrates are notsuitable for coating with ArteTwin. Suitable measures should be taken
beforehand.

Substrate Preparation

Plasters according to DIN EN 998-1 Class CS II - CS IV / compressive strength min. 2 N/mm²:
Pre-treat solid, normally absorbent renders with Capadecor DecoGrund or Caparol HaftGrund EG.
Prime sanding, absorbent renders with CapaSol RapidGrund, OptiSilan TiefGrund or CapaSol
Konzentrat.

Gypsum plasters according to DIN EN 13279-1 / compressive strength min. 2 N/mm²:
Sand gypsum plasters with sintered skin, remove dust, prime with Capadecor DecoGrund or Caparol
HaftgGrund EG.

Gypsum boards / gypsum planks:
Sand off filler ridges. Consolidate soft and sanded gypsum filler areas with CapaSol RapidGrund. For
highly absorbent surfaces, apply a primer coat of OptiSilan TiefGrund. Prime normally absorbent
surfaces with Capadecor DecoGrund.

Gypsum boards (plasterboard):
Sand off filler ridges. Consolidate soft and sanded gypsum filler areas with CapaSol RapidGrund. For
highly absorbent surfaces, apply a primer coat of OptiSilan TiefGrund. Prime normally absorbent
surfaces with Capadecor DecoGrund or Caparol HaftGrund EG. For boards with water-soluble,
discolouring ingredients, apply a priming coat of Caparol AquaSperrgrund. Observe BFS-Merkblatt Nr.
12, part 2.

Concrete:
Remove any release agent residues and flouring, sanding substances. For highly absorbent surfaces,
apply a primer coat of OptiSilan TiefGrund, CapaSol RapidGrund. On normally absorbent surfaces,
apply a primer coat of Capadecor DecoGrund.

Load-bearing coatings:
Apply an intermediate coat of Indeko-plus directly to matt, slightly absorbent coatings. Roughen glossy
surfaces and lacquer coatings, one priming coat with Capadecor DecoGrund.

Non-bearing coatings:
Remove non-stable varnish and emulsion paints or synthetic resin plaster coatings. Apply a primer
coat of CapaSol RapidGrund to coarsely porous, sanding or absorbent surfaces. Mechanically remove
mineral paint coatings that are not stable and remove dust from the surfaces. Prime with Dupa Plaster
Strengthener.

Coats of distemper:
Wash off the primer. One priming coat with Dupa-Putzfestiger.

Woodchip, relief or embossed paper wallpaper, non-adherent wallpaper:
Remove completely. Wash off paste and waste residue. Prime with OptiSilan TiefGrund.

Surfaces with nicotine, water, soot or grease stains:
Wash off nicotine stains and soot or grease stains with water, adding a grease-dissolving household
cleaning agent, and allow to dry thoroughly. Clean dried water stains by dry brushing. Apply an
insulating primer coat with Caparol AquaSperrgrund (Technical Information No. 384).

Defects:
After appropriate preparatory work, repair with Caparol-Akkordspachtel according to the application
instructions and re-prime if necessary.

Note Q2/Q3 levelling / thin layers of gypsum < 0.5 mm:
When using gypsum-based, hydraulically setting levelling compounds in quality level Q2/Q3, a
transparent, water-based primer is recommended. Please refer to the Maler&Lackierer Merkblatt Nr.
2 -9/2020 "Haftfestigkeitsstörungen von Beschichtungen auf verspachtelten Gips(karton)platten" des
Bundesverbandes Farbe, Gestaltung, Bautenschutz und des Bundesausschusses Farbe und
Sachwertschutz.

As an alternative to gypsum-based Q3 levelling, levelling with pasty levelling compounds has proven
itself.

Mono technology:
The ArteTwin Mono technique is ideal for beginners to the ArteTwin world. The technique consists of
two main work steps, which can be carried out easily. The surfaces are easy to reproduce and the
installer can control how the finished surface looks.

Method of Application

First Working Phase:
In the first phase of work, the prepared substrate is coated with Indeko-plus. In order to avoid roll
structures, the surface must be reworked with a brush. Other coating materials are unsuitable.
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Second Working Phase:
The second work phase consists of applying ArteTwin Basic over the entire surface in the desired
colour of the final coating. Suitable tools (soft brushes) should be used for areas that are difficult to
access, such as internal corners. For visual highlights, a second colour or CapaGold or CapaSilver
can be stained into the still wet surface. Simply spread a few small dabs on the surface and then work
a little into the still wet surface with the ArteTwin trowel.

After a flash-off time of 15 - 30 minutes (depending on the temperature and humidity), the surface can
be lightly smoothed over again with the ArteTwin trowel to bring out the white pigment particles typical
of the effect. This creates the unique look of the ArteTwin technique. Suitable tools (soft brushes)
should be used for areas that are difficult to access, such as internal corners.

Twin technique:
The ArteTwin trowel technique is based on the idea of using two colour shades in one trowel
application (twin technique). ArteTwin Basic is ready to use and is levelled with the ArteTwin special
trowel. Depending on the desired look, the colour shades can be combined and worked in at the same
time or by reworking after the first layer of filler has dried. ArteTwin is applied in at least 3 working
phases.

First working phase:
In the first working phase, the prepared substrate is coated with Indeko-plus. In order to avoid rolling
structures, the surface must be reworked with a brush. This work step is crucial for the success of the
ArteTwin technique; other coating materials are unsuitable.

Second work phase:
The second work phase consists of covering the entire substrate with ArteTwin Basic in the desired
colour of the final coating. Two colours are not absolutely necessary in this work step. Suitable tools
(soft brushes) should be used for areas that are difficult to access, such as internal corners.

Third working phase:
In the third work phase, ArteTwin can be applied in different colour shades in a single work step.

To do this, two different ArteTwin Basic colour shades can be placed next to each other on the
ArteTwin trowel and applied to the wall surface with little pressure. The material must be applied
‘saturated’ to enable the stains to be drawn into one another to form a homogeneous surface.

After a flash-off time of 15 - 30 minutes (depending on temperature and humidity), the surface can be
lightly smoothed over again with the ArteTwin trowel to reveal the white pigment particles typical of the
effect. This creates the unique look of the ArteTwin technique. Suitable tools (soft brushes) should be
used for areas that are difficult to access, such as internal corners.

Use of metallic effects:
CapaGold or CapaSilver can be used as a substitute for the ArteTwin effect. It is important here that
the effect is not applied with ArteTwin Basic on the trowel. This must be stained into the still damp Arte
Twin surface and then lightly objectified.

The following steps must be carried out here:

1. apply ArteTwin in the desired colour shades (without effect)

2. stain CapaGold or CapaSilver in small blobs and lightly spread into the wet ArteTwin mass with the
ArteTwin trowel.

Attention: It is no longer possible to cover the entire surface with effect compound!

Plain-coloured operation:

ArteTwin Basic: Approx. 500 ml/m² per operation.

Note: One plain-coloured operation with 500 ml/m² may be sufficient. A second operation can be
realised, if necessary.

Two-coloured operation:

First operation: (plain-coloured operation): Approx. 500 ml/m2 of ArteTwin Basic.

Second operation: Approx. 200 - 250 ml/m² per colour of ArteTwin Basic.

Determine the exact amount of material required by coating a test area on site.

Consumption

Low Temperature Limit for Application:
+5 °C for substrate and ambient air.

Application Conditions

At +20 °C and 65 % relative humidity surface-dry after approx. 6 hours. For multi-layer application
observe a drying time of up to 12 hours for each coat.

Drying/Drying Time

ArteTwin Trowel:Tools

Plastic trowel with rounded edges and replaceable trowel blade. Fully worn blades are easily
replaceable. For ArteTwin Technique only the special ArteTwin Trowel must be used.

Clean tools immediately after use with water, adding a washing-up liquid (rinsing agent), if necessary.Tool Cleaning
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Depending on the application quantity and working technique, highly visible to less visible processing
structures can be created. Completely smooth surfaces cannot be achieved with ArteTwin. To achieve
a smoother surface and greater cleanability, ArteTwin can also be coated with DecoLasur. For this
purpose, DecoLasur is applied undiluted with the ArteTwin special trowel.

Note

Advice

If medical advice is needed, have product container or label at hand. Keep out of reach of children.
Warning! Hazardous respirable droplets may be formed when sprayed. Do not breathe spray or mist.
Contains 1,2-benzisothiazol-3(2H)-one, reaction mass of 5-chloro-2-methyl-2H-isothiazol-3-one and 2-
methyl-2H-isothiazol-3-one (3:1). May produce an allergic reaction.
Hotline for allergy inquiries: 0800/1895000 (free of charge from the German landline network).

Special Risks (Hazard Note) / Safety
Advice (Status as at Date of

Publication)

Materials and all related packaging must be disposed of in a safe way in accordance with the full
requirements of the local, regional, national and international authorities. Washing water must not be
discharged into the sewage system or the environment.

Disposal

of this product (category A/a): max. 200 g/l (2010). This product contains < 1 g/l VOC.EU limit value for the VOC content

BSW20Giscode

Synthetic resin, silicates, calcium carbonate, titanium dioxide, water, additives, preservative.Substances of Content - Declaration

All substrates encountered in practice and their technical processing cannot be dealt with in this
publication. If substrates are to be treated that are not listed in this technical information, it is
necessary to consult us or our sales representatives. We will provide you with detailed and object-
related advice.

Technical Assistance

Tel.: +49 6154 71-71710
Fax: +49 6154 71-71711
e-mail: kundenservicecenter@caparol.de

International Distribution: Please see www.caparol.com

Customer Service Centre
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