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ColorExpress Mischsystem VIBA 300
Datenblatt   |   ColorExpress Mischtechnik   |   01.08.2018

Zur Homogenisierung von Dispersionen, Lacken und Lasuren speziell für Shopkonzepte

CAPAROL Farben Lacke Bautenschutz GmbH

Roßdörfer Straße 50 · D-64372 Ober-Ramstadt

Internet: www.caparol.de · E-Mail: info@caparol.de

Mehr zu unseren weltweiten Standorten: www.caparol.de/standorte

Haben Sie Fragen? Wir beraten Sie gerne:

KundenServiceCenter

Telefon: 06154 71-71710 · Telefax: 06154 71-71711

E-Mail: kundenservicecenter@caparol.de

Stand November 2018

Technische Daten
Max. Mischgewicht:  35 kg

Gebindehöhe:  50 – 400 mm

Max. Gebindedurchmesser:  335 mm

Mischintervalle:  60, 120, 180 Sek.

Spannung: 230 V - 50Hz/60Hz 

Absicherung:  10 A

Abmessungen/Gewicht
Höhe:  1231 mm

Breite:  725 mm

Tiefe:  583 mm

Leergewicht:  150 kg

Typ
Rüttler
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ColorExpress Mixing System VIBA 300
Data sheet   |   ColorExpress Mixing System

For homogenisation of color dispersions, enamels/varnishes and glazes 

especially for shop concepts

As of November 2018

Technical data
Max. mixing weight:  35 kg

Max. bucket height: 50 – 400 mm

Max. bucket diameter:  335 mm

Programmed mixing 

intervals:  60, 120, 180 Sek.

Electric power supply:  230 V - 50Hz/60Hz 

Fusing:  10 A

Dimensions/weight
Height:  1231 mm

Width: 725 mm

Depth:  583 mm

Net weight:  150 kg

Type
Shaker

CAPAROL Farben Lacke Bautenschutz GmbH

Roßdörfer Straße 50 · D-64372 Ober-Ramstadt

Internet: www.caparol.de · E-mail: info@caparol.de

More about our locations worldwide: www.caparol.de/standorte

Do you have any questions? We would be pleased to help:

Customer Service Centre

Phone: +49 6154 71-71710 · Fax: +49 6154 71-71711

E-mail: kundenservicecenter@caparol.de


